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DEPARTMENT OF THE ARMY

HEADQUARTERS, UNI TED STATES ARMY MATERI EL COMVAND

5001 ElI SENHONER AVENUE, ALEXANDRI A, VA 22333-0001
AMC SUPPLEMENT 1 21 Cctober 1996
to AR 190-11
CHANGE 1

Mlitary Police
PHYSI CAL SECURI TY OF ARMS, AMMUNI TI ON, AND EXPLOSI VES

This change is necessary to ease the intra-installation novenent of
Category |-1V Arnms, Amunition, and Expl osives (AA&E)

1. AMC Supplenent 1, 21 November 1995, to AR 190-11, 30 Septenber 1993,
i s changed as foll ows:

Page 9, paragraph 7-1. Delete subparagraph d and replace with the
fol | owi ng:

d. The follow ng security procedures will be followed for intra-
installation and unit training novenent of AA&E

(1) Wthin designated restricted AARE storage Areas:
(a) Category | AA&E

1 WII be placed in the custody of a comm ssioned
of ficer, warrant officer, nonconm ssioned (E-% and above), DOD civilian
(GS-5 and above), wage grade enpl oyee of equival ent grade, or DCOD
contractor enployee in a simlar responsible position. A list of
aut hori zed personnel will be approved by the | ocal comrander , or his. her
designated representative

2 A two-person rule will be established during the
nmovenent of Category | nmissiles and rockets.

3 WII be transported in a closed van/truck secured with
a secondary padl ock. Large nmovenents in containers that are banded and
pal l ati zed need not be transported in a closed vehicle.

(b) Categories II, Ill, and IV AA&E will be under conti nuous
positive control of a designated, responsible person

(2) OQutside designated restricted AARE storage areas:
(a) Categories | and Il AA&E

1 WII be placed in custody of a conmissioned officer,
warrant officer, nonconmi ssioned officer (E-5 and above), DOD Civilian
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(GS-5 and above), wage grade enpl oyee of equival ent grade, or DCOD
contractor enployee in a sinmilar responsible position. A list of

aut hori zed personnel will be approved by the | ocal commander, or his/her
designated representative.

2 A two-person rule will be established during the
novenent .

3 WII be transported in a closed van/truck secured
with a secondary padl ock and a serially nunbered seal .

(b) Categories IlIl and IV AARE will be under conti nuous
positive control of a designated, responsible person.

2. File this in front of the supplenent.
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The proponent of this regulation is the United
States Arny Materiel Conmand. Users are invited to
send comrents and suggested i nprovenents on DA Form
2028 (Reconmended Changes to Publications and Bl ank
Forms) to the Commander, HQ AMC, ATTN. AMCPE-S,
5001 Ei senhower Avenue, Al exandria, VA 22333-0001.

FOR THE COVMANDER:

OFFI CI AL: BILLY K. SOLOVON
Maj or General, USA
Chi ef of Staff

LEROY TI LLERY
Chi ef, Printing and Publications
Branch

DI STRI BUTI ON:

Initial Distr H(45) 1 ea HQ Acty/Staff Oc
LEAD (SIOCLE-DO-1) (2)

AMCI O | - SP st ockroom (150)

SPECI AL:
HQ | OC/ AVBI O | ML (4)
ARL/ AVBRL- Cl - TG ( 4)
ATCOM AMBAT- B- D- CARP ( 4)
CECOM AMBEL- | M BM | (4)
CBDCOM AMCSB- CI R ( 4)
LOGSA/ AVKLS- | M ( 4)

M COM AVBM - SND ( 4)
SSCOM AVBSC- S- | MBS ( 4)
STRI COM AMBTI - CS (4)
TACOM AMBTA- DRM ( 4)
TECOM AMBTE- CT- N ( 4)
USASAC/ AVBAG- | M O ( 4)
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DEPARTMENT OF THE ARW
HEADQUARTERS, UNI TED STATES ARMY MATERI EL COVMVAND
5001 ElI SENHOWNER AVENUE, ALEXANDRI A, VA 22333-0001

AMC Suppl ement 1 21 Novenber 1995
to AR 190-11

Mlitary Police
PHYSI CAL SECURI TY OF ARMS, AMMUNI TI ON, AND EXPLOSI VES

Applicability. This supplenment applies to Headquarters (HQ, U S. Arny

Mat eri el Command (AMC); mmjor subordinate conmands (MSC); their subordinate
installations and activities, to include Governnent-owned contractor-operated
(G0CO) facilities; contractor-owned contractor-operated (COCO facilities;

Unit Materiel Fielding Points (UMFP); staging areas; program project, or
product nanagers; and separate installations and activities reporting directly
to HQ AMC.

Suppl ementation. Approval for this supplenment was granted by Headquarters,
Departrment of the Arny (HQDA) (DAMO ODL) 1 Novenber 1995. Further

suppl enentation of this regulation is prohibited wthout prior approval of HQ
AMC (AMCPE-S). When suppl enments are approved and issued, one copy of each
suppl enent will be furnished to HQ AMC (AMCPE-S), and Chief, AMC Security
Support Division (SSD), ATTN. AMXM - SD.

AR 190-11, 30 Septenber 1993, is supplenented as foll ows:

Page 2, paragraph 1-8. Add subparagraphs a and b

a. Commander, U S. Arny Armanent Research, Devel opnent, and Engi neering
Center (ARDEC), is responsible for the devel opnent and updating of
suppl enental gui dance on the security of arns, anmunition, and expl osives
(AA&E) in research and devel opment environment. That guidance is provided in
appendi x J.

b. Commander, U. S. Arny Test and Eval uation Command (TECOM), is
responsi bl e for devel opnent and updati ng of suppl enmental gui dance on security
of AARE in the test and eval uation environnment. That guidance is provided in
appendi x K

*Thi s suppl ement supersedes AMC Suppl enment 1, 2 August 1990, to AR 190-11, 31
March 1986, and all changes.
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Page 4, paragraph 2-4f. Add the foll ow ng:

Devi ati on from nandatory standards and procedures is permitted only when a
wai ver or exception has been granted. Requests for waiver or exception to
this regulation will be subnitted to the Deputy Chief of Staff for Operations
and Pl ans, ATTN. DAMD ODL, 400 Army Pentagon, Wshi ngton, DC 20310- 0400,

t hrough the Chief, AMC Security Support Division, ATTN. AMXM -SD, Fort
Gllem Forest Park, GA 30050-5000 and the Conmander, U.S. Arny Materiel
Command, ATTN. AMCPE-S, 5001 Ei senhower Avenue, Al exandria, VA 22333-0001.
Al requests for waiver or exception nust contain sufficient justification
conpensatory measures with cost estimates, and be submitted in the fornmat
prescribed in appendi x G of AMC Supplenent 1 to AR 190-13. CQutside
continental United States (OCONUS) AMC el ements, supported by host-tenant
agreenments, will forward wai ver/exception requests through their host-tenant
headquarters and provide an information copy of the request to their
respective MSC, and this headquarters.

Page 4, paragraph 2-6d. Add the follow ng:

A determination will be nade that all sensitive conventional arms, anmmunition,
and expl osi ves have been inventoried per AR 710-2 and the AMC suppl enent

t hereto, DA Panphlet 710-2-1, and AMC-R 740-17.

Page 9, paragraph 3-6h(6)(a). Add the follow ng:

Operational checks are defined as dynanic checks (actual independent
activation and test of each sensor fromthe protected facility to the alarm
noni tor panel located at the central intrusion detection system (I1DS) nonitor
console, or to a keypad or autoterm providing the key pad or autotermis
located in a protected area, that uses a passcode to operate the system
(keypad only) and at |east one sensor activation signal is tested through
each keypad and autotermto the nonitor panel). Checks of IDS circuit
continuity will not neet this requirement. However, where advanced sensor
systenms which provide the capability to renpbtely stinulate individual sensors
via an electronically activated sensor phenonenol ogy device are installed,

this capability may be used to fulfill the testing requirenent. These checks
wi Il be conducted nonthly for facilities storing category |I nissiles and
rockets and all categories of arns. They will be conducted quarterly for
categories |l through IV ammunition and expl osives (A&E) storage facilities.
The checks may be conducted by operational in lieu of security personnel. In
that event, the conmander will issue witten instructions to that effect. The
mai nt enance of records reflecting such checks will remain the responsibility
of security personnel. Checks nmust be nondestructive to sensors; e.g., grid

wire sensors will not be cut or broken as a nethod of checking.



AMC Suppl 1 to AR 190-11

Page 10, paragraph 3-6h. Add subparagraphs (9), (10), and (11):

(9) Wen IDS or closed-circuit television (CCTV) is used, the building or
room where the nonitor panel is located will be equipped with a duress alarm
Tests of the duress alarmwi |l be conducted at the sane interval required for
the system e.g., where nmonthly checks are required. A nonthly test of the
duress alarmis also required.

(10) Duress alarms will not enunciate an alarmin the sane | ocation as
the switch. Duress switches at renpte locations will alarmat the mlitary
police (MP) desk or security force dispatcher's office. Duress switches at
the MP desk or security force dispatcher's office, will alarmat a renote
manned post equi pped with radi o conmunications, or it will sound via radios
to all notorized patrols.

(11) Doors equipped with panic hardware (i.e., locking devices which do
not extend to the exterior of the door, but which may be readily operated from
i nside the secured area during an enmergency) wll also be provided accountabl e
nunbered frangible seals or be nonitored by an el ectronic access control or
nonitoring system Seals will be controlled per procedures in AMC Suppl enent
1 to AR 190-13. AA&E production areas are governed by DOD 5100. 76M and DCD
5160- 65M and appendi x H of AR 190-11.

Page 10, paragraph 3-7c. Add the foll ow ng:

Those security forces at installations/activities required to be arned by
either AR 190-11 or at the local conmander's discretion, will be armed with
.38 caliber revolvers, .45 caliber pistols, 9nmpistols, M6 rifles, or any
conbi nation thereof. Installations with categories | and Il arns, anmunition,
or explosives in bulk storage (not including weapons authorized for use by
security forces), will have either M6 rifles or shotguns readily avail able
for issue to armthe security personnel on duty, plus reaction forces required
by the installation physical security plan or plant protection plan. Shotguns
will be acquired and naintained at a rate deenmed appropriate by the
installation commander. CTA 50-909 prescribes the nunber and type of rounds
to be issued with each type weapon. Qualification wth rifles and

fam liarization with shotguns will be acconplished during initial training
prograns and annually thereafter for personnel to be arnmed. Security
personnel who wll be arned with a shotgun in energenci es nay be equi pped
with protective nmasks and helnets, if deenmed appropriate by the installation
comander. Personnel who routinely wear prescription eyeglasses will be

i ssued optical inserts for protective masks.

Page 10, paragraph 3-7e. Add the foll ow ng:

Records will be nmaintained as specified by AR 25-400-2, Mdern Arny
Recor dkeepi ng System ( MARKS) .
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Page 10, paragraph 3-8b(2). Add the follow ng:

Keys to access/secure switches on IDS control units | ocated inside storage
structures will be retained in switch keyways. |[If practicable, keyways wll
be nmodified to preclude key renoval; or toggle switches may be used in lieu of
key- operated sw tches.

Page 10, paragraph 3-8c. Add subparagraphs (1) and (2):

(1) The appointnent of the Installation Key and Lock Control O ficer
(IKLCO will be signed by the Installation Comrander. |If the Installation
Conmmander is a general officer, the appointnent nmay be signed by the deputy
commander or chief of staff.

(2) The commanders/directors/chiefs for the organi zati on having
primary/direct responsibility for their respective AARE storage facilities
wi || appoint their key and | ock custodian (KLC). The KLC will then appoint
the alternate custodians.

Page 11, paragraph 4-1a(5). Add the follow ng:

Class 5 containers storing up to 50 category IV arns are not subject to IDS

[ighting, and security patrol requirements. In lieu of class 5 containers, a
commercial vault or safe nmay be wused if it is rated by Underwiters
Laboratory to be equal to the standards for class 5 designation; i.e., 30

m nutes del ay against surreptitious entry and 10 m nutes del ay agai nst forced
entry. Additionally, GSA-approved class 1 containers nmay be used for this
purpose. The test certification label will be affixed to either side of the
control drawer of the security container to indicate class | or class V
criteria defined by Federal specifications.

Page 12, paragraph 4-2a(1). Add the follow ng:

Storage in facilities not neeting the design criteria of appendix G basic
regulation, will be authorized only through the granting of a physica
security waiver or exception. See AMC Supplenent 1 to AR 190-13.

Page 12, paragraph 4-2a(3). Add the follow ng:

Storage in existing facilities which do not nmeet the requirenments set forth in
the basic regulation may continue to be used only if covered by a physica
security waiver or exception granted per AMC Supplement 1 to AR 190-13. This
i ncludes material fielding points.
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Page 12, paragraph 4-2c(3). Add the follow ng:

Security of the ML2 rack can be defeated by incorrect placenent of the three
| ocking bars. The bars nust be positioned in the follow ng sequence:

(a) Left locking bar - rearnost.

(b) Right |ocking bar - middle position

(c) Vertical |ocking bar - forwardnost position
To ensure closure in proper sequence, |ocking bars will be stenciled with 1/2-
i nch painted nunbers in a contrasting color as follows: 1 - rear, 2 -

mddle, 3 - forward.

Page 13, paragraph 4-2e(1). Add the follow ng:

The hi gh-security shrouded hasp (ML-H 29181) will be used to secure
categories | and Il AA&E storage facilities to enhance their security, and as
a repl acenent hasp on all other storage structures requiring that action

The high-security padlock (ML- P-43607) will be used to secure al

categories | and Il AA&E storage facilities, and as a replacenent padl ock on
all other storage structures requiring that action. Mediumsecurity padlocks
(M L-P-43951) already on hand may continue to be used to secure categories
[1l and IV AA&GE. The medi um security padl ock will not be procured for use on
AAGE facilities. (Obsolete |locking bar and T-pin hardware will not be used as
the primary closure hardware on sensitive AA&E storage structures.

Page 13, paragraph 4-2f(1). Add the follow ng:

The requirenent for IDS protection applies to all risk categories of conplete
snmall arms. Specifically excluded fromthe requirenent for IDS protection
are parts for arms, such as barrels and naj or subassenblies, that are stored
per category |V arnms standards. Al so excluded are rocket and missile

[ aunchers wth an unpackaged wei ght of 100 pounds or |ess that mnust be
protected as category IIl arns. The IDS used for protection of arnms roons
wi Il have a duress signaling conponent in addition to a balanced magnetic
switch (BMS) on the door and vol unetric coverage provided by notion detection
sensors. Bulk storage facilities will be equi pped with BVM5S on doors and grid
wire sensors (GAB) on vents or other openings |arger that 96 square inches.
BMS installed on doors to bulk storage facilities will be installed on the

i nside of the door. Additional IDS protection (volunetric or building skin
coverage) may be required to conpensate for substandard bul k storage
structures. Vents configured so as to preclude entering the structure through
the vent, or fishing stored material fromthe structure through the vent,

will not require GAB. The constant surveillance require- ment in event of |DS
failure applies only to category Il arns.
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Page 15, paragraph 4-8b. Add the follow ng:

Such itens may be stored in DA storage facilities if they are physically
segregated by security screening or simlar neans from DA-owned weapons.
Contractors are not authorized to store privately-owned expl osives on AMC
installations unless it can be clearly shown to be of benefit to the
CGovernment. Provost marshal s/security managers will coordinate wth
appropriate contracting officers to ensure applicable portions of this
suppl enent are incorporated into contracts

Page 15, paragraph 4-8. Add subparagraph c:

c. Accountability procedures contained in AR 710-2 (Supply Policy Bel ow
t he Whol esal e Level ), DA Pam 710-2-1 (Using Unit Supply System Manua
Procedures), and AMC Supplenent 1 to AR 710-2 will apply to contract guard
weapons and ammunition at government-owned contractor-operated facilities.

Page 16, paragraph 5-1. Add the follow ng:

Basi ¢ standards for these itens during research, devel opnent, engineering,
test, and eval uation operations are provided at appendi xes J and K. Standards
for storage of nonnuclear nissiles, rockets, ammunition, and explosives in
operational, shipping, and receiving buildings will neet the requirenents of
basi c regul ation

Page 17 aragraph 5-2a(2)(a). Add the foll ow ng:

Eart h-covered nmagazi nes will be equi pped with BMS on doors and GA5 on vents.
The GA5 will not be required on vents if vents are configured in such a way as
to preclude entering the magazi ne through the vent, or fishing stored materi al
fromthe nmagazine through the vent. Storage or production buildings that
provide | ess resistance to forced entry than that provided by earth-covered
nmagazi nes will be equi pped with additional IDS protection (i.e., volunetric
or structure skin coverage).

Page 17, paragraph 5-3g. Add the follow ng:

Hi gh security padlocks will not be used on vehicle gates. Low security

padl ocks (M L-P-17802) used on vehicle gates providing access to the sane area
may be keyed alike. The nunber of locks in such systens will be restricted to
the | east nunber consistent with operational requirenments.

Page 18, paragraph 5-5. Add the foll ow ng:

Deternination of patrol frequencies will be nade by the AMC Conmand Provost
Marshal, in witing, based upon the circunmstances at each |ocation where such
t emporary storage occurs.
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Page 18, paragraph 5-6a. Add the foll ow ng:

The hi gh-security shrouded hasp (ML-H 29181) will be used to secure
categories | and Il AA&E storage facilities to enhance their security, and as
a repl acenent hasp on all other storage structures requiring that action

Thi s high-security padlock (ML-P-43607) will be used to secure all categories

I and Il AA&E storage facilities, and as a replacenent padl ock on all other
storage structures requiring that action. Mediumsecurity padl ocks (M L-P-
43951) already on hand may continue to be used to secure categories Il and

IV AAGE. The nmedi um security padlock wll not be procured for use on AA&E
facilities. Cbsolete locking bar and T-pin hardware will not be used as the
primary closure hardware on sensitive AA&E storage structures.

Page 19, paragraph 5-9a. Add the foll ow ng:

Storage area vehicle and personnel gates will be secured with | ow security
padl ocks (M L-P-17802D, Grade Il, Class 1, Type A). Keyed-alike padlock sets
may be used for this purpose so long as gates provide access into a single,
common ar ea.

Page 19, paragraph 5-9a(6). Add subparagraphs (a), (b), and (c).

(a) Areas in which risk categories | and Il itens or materials are stored
must be fenced, with stringent novenent controls, enforced (to include checks
or inspections of all persons and vehicles entering and | eaving) to ensure
that only authorized nmaterial is introduced or renoved. Such novenent
controls will be inplenented by fully qualified security force personnel

Vehicle inspections as a mininumw Il include: glove conpartment, under and
behi nd seats, under hood, trunk, and inside closed vans that are not | ocked
and sealed with a serially nunbered seal. Additionally, hunting, fishing,

woodcutting, etc., or any activity not conducive to supporting the AARE
storage mission, is prohibited in these areas.

(b) Areas in which only risk categories Il and IVitens or materials
are stored are not required to be fenced and enforced novenent controls are
correspondingly less stringent. This includes those areas which were
previously fenced per earlier, nore restrictive requirenments. The erection
of new fencing and checks or inspections of persons and vehicles entering and
| eavi ng such areas are required only if local considerations would justify
those procedures. That determination will be made by the installation
conmander, based upon applicable threat information pertinent to the |ocation
and storage naterial s.

(c) These instructions are directed specifically to the requirenent to
check (or inspect) persons and vehicles entering and | eavi ng anmunition and
expl osi ve storage areas. They are not intended to interfere with existing
safety requirenents and do not relax the general prohibition against
privatel y-owned vehicles entering such areas
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Page 19, paragraph 5-9c. Add subparagraphs (1) and (2).

(1) A two-person rule will be established for access to storage
facilities containing category | missiles and rockets, or the explosive
conpl ete rounds for such weapons. Two authorized persons nust be present to
open and enter such structures. The follow ng |ock and key control procedures
wi |l be inplenented:

(a) Each category | mssile and rocket (or explosive rounds therefore)
storage facility will be secured with two padlocks: an approved high
security padl ock (lock A) and an approved | ow security padl ock (I ock B)

(b) Keys to Alocks will be secured in separate key containers from
t hose containing the keys to B | ocks.

(c) One person will not be given access to the keys to both A and B
| ocks.

(d) Different key custodians will be designated in witing to
adm nister the A and B control systens. Separate key control registers wll
be mai ntained for the two systens.

(2) Bona fide contingency operations and mi ssion-essential activities
whi ch woul d be prevented by adherence to the two-person rule are exenpted from
t he above procedures. This is to allow for legitimte ready access to
category | weapons under extraordinary circunstances and nmust be justified in
each instance.

Page 19, paragraph 5-10. Add the foll owi ng:

St orage areas containing sensitive AARE will be designated and posted as
restricted controlled areas when all nmandated security neasures are in place.
I ndi vi dual structures uploaded with sensitive AARE will then be designated as

restricted (limted) areas. |In the event security deficiencies exist with
the structures or the area (e.g., lack of requisite lights, IDS, fences, or
hi gh security hasps), the storage areas will be designated as restricted

limted areas.
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Page 21, paragraph 7-1. Add subparagraph d:

d. The follow ng security procedures will be followed for
intra-installation and unit training novenent of AA&E

(1) Wthin designated restricted AA&E storage areas:
(a) Category | AASE
1 WII be placed in the custody of a comm ssi oned
of ficer,warrant officer, nonconmi ssioned officer (E-5 and above), or DOD
civilian (GS-5 and above) or DOD contractor enployee in a sinmlarly

responsi ve position.

2 A two-person rule will be established during the novenent
of category | missiles and rockets.

3 WIIl be transported in a closed van/truck secured with a
secondary padl ock.

(b) Categories II, Ill, and IV AA&E

1 WII be under continuous positive control of designated,
responsi bl e personnel

2 WII be transported in a closed van/truck secured with a
secondary padl ock.

(2) OQutside designated restricted AARE storage areas:
(a) Categories | and Il AA&E
1 WII be placed in the custody of a conmm ssioned officer
warrant officer, nonconm ssioned officer (E-5 and above), or DOD civilian (GS5
- and above) or DOD contractor enployee in a sinilarly responsive position.
2 A two-person rule will be established during the
novenent .
3 WII be transported in a closed van/truck secured with a
secondary padl ock and a serially nunbered seal
(b) Categories Il and 1V AARE

1 WII be under continuous positive control of designated,
responsi bl e personnel

2 WIIl be transported in a closed van/truck secured with a
secondary padl ock.
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Page 25, paragraph 8-2a(8)(b). Add the follow ng:

Al AMC installations and activities will submt DA Form 3056 (Report of

M ssi ng/ Recovered Firearns, Ammunition and Expl osives) per the 72-hour
requirenent. |In event of recovery or resolution of reported |oss or

di screpancy, DA Form 3056 indicating recovery will be submitted. Information
copies of all subnmitted DA Forns 3056 will be provided to HQ AMC ( AMCPE- S)

Page 38. Add appendi xes J and K

10
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APPENDI X J

SECURI TY OF AA&E DURI NG RESEARCH, DEVELOPMENT
AND ENG NEERI NG OPERATI ONS

J-1. Purpose. This appendix prescribes security standards for sensitive
conventional arms, anmunition and expl osives (AA&E) in the custody of AMC
activities during research, devel opnent, or engineering operations.

J-2. Applicability. The standards outlined in this appendix apply only to
activities with a research, devel opnent, or engineering mnission

J-3. General. AA&E used in research, devel opment and engi neering operations
are characterized by a wide range of configurations, quantities, forns, and
conpositions. The physical security afforded nust be commensurate with the
sensitivity of the AA&E which is to be protected. Itens which would be of
l[ittle attractiveness to crinminal or terrorist elenents because of | ow
utility, no casualty/danage effect, inpracticable adaptability, or great size
and wei ght would obviously not require the protection appropriate for an item
such as an autonmtic weapon or hand grenade. AR 190-11, appendix B, will be
used to categorize AARE. Uncategorized experinental itens will be categorized
by research, devel opnent, and engi neering personnel in coordination with
physi cal security specialists wusing the logic table contained in AR 190-11
appendi x B. Cassified AARE nust be protected per AR 380-5 (Departnent of the
Arnmy Information Security Program), AR 190-11, and this supplenent. Physica
security inspections of facilities used during research, devel opnent and

engi neering of AA&E will be conducted per AR 190-13.

J-4. Standards for protection of arns.

a. Facility criteria. Arnms shall be stored, to the extent practicable,
in facilities which neet the requirenents of the basic regulation. When the
| ocal conmander has determined it is not feasible to store arns in an arns
storage facility neeting the requirenents of the basic regulation, arns nmay be
stored in the follow ng nanner

(1) GSA-approved class 5 security containers may be used to store up
to 25 category II, Il or IV weapons. Containers storing category ||l weapons
nust be protected with IDS

(2) Arns undergoi ng conditioning nmust be secured in conditioning
units which are housed in a building or roomwhich neets the requirenents of
a "secure" structure per AR 190-51 (Security of Unclassified Arny property
(Sensitive and Nonsensitive). Conditioning units weighing |ess than 500
pounds must be secured to the structure. Conditioning unit doors nust be
secured with a GSA-approved | ow security padl ock or equivalent built-in |ock
Category | and Il weapons nust be protected with IDS and security |ighting
unl ess under continual surveillance. Tests which require weapons to be
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subj ected to long-term environnmental conditions will be secured in 8-gauge
wire nesh cages securely fastened to reinforced concrete foundations. Doors
nmust be secured with GSA-approved | ow security padl ocks or equivalent built-in
| ocks. The cages will be designated and posted as restricted (linited) areas
and nust be located within restricted (controlled) areas surrounded by FE-5

chain link fence or equivalent. Category | and Il itenms storage require |IDS
protection or constant surveillance by operational or security personnel
(See appendi x |, basic regulation, for additional guidance concerning

security of AA&E during test and eval uation operations.)

b. Security patrols. Security patrols will check |DS-equipped storage
facilities containing category | mssiles and rockets (M&R) and category |
arnms every 8 hours when operating personnel are not present. Facilities
housi ng conditioning units containing category I MR nust be checked every

hour; those containing category Il arns every 2 hours when operationa
personnel are not present. Security patrols will check facilities housing
conditioning units containing categories Ill and IV arns every 4 hours when

operating personnel are not present. Operational personnel are responsible
for notifying security personnel when conditioning units are in use.

c. Transportation. Category | weapons undergoi ng research, devel opnent,
and engineering will not be transported in privately-owned vehicles (POV).
Categories Il, Ill, and IV arms being noved between storage |ocations and
| aboratories, test areas, and ranges within a mlitary installation my be
transported by POV when governnment transportation is unavail able. Categories
I1, 1ll, and IV arns nay be transported in POVs off the installation only
during exigent circunstances which involve nonstop travel. The activity
conmander or director nust approve off-installation travel orders indicating
arnms Will be transported in a POV. The provost marshal or security officer
and the transportation officer nmust al so approve the travel orders.

I ndi vidual s transporting arms by POV will notify security personnel when they
depart the installation of their travel route and estinmated tinme of arrival
They will call the security force dispatchers of both originating and
destination installations upon reaching their destination. No nore than six
weapons will be transported at one tinme. Wen transporting weapons off the
installation, the weapons will be rendered inoperable per AR 190-11. Itens
renoved will be | ocked in separate areas of the vehicle; e.g., the weapon in
the trunk and the bolt in the glove conpartnent. Operational personne
transporting weapons off the installation in POV are not required to be arned.
Anmuni tion and expl osives may not be transported by POV. A concerted effort
will be nade to ensure these exigencies are kept to an absolute nininmm

d. Accountability.
(1) Arns undergoing nodifications or alterations which pernmanently
change their nonenclature, or whenever new arnms are devel oped or

manuf actured, the activity involved in the nodification, alteration
devel opnent, or manufacture of a new nomenclature itemw Il maintain an

J-2
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inventory history file and notify the | ocal accountable property book
officer, who will report the change or new nonenclature to the Departnent of
Def ense (DOD) Central Registry located at Rock Island, IL.

(2) Arns which have been renoved from storage nust be under the
positive control of the individual receipted for the arns.

(3) Arns will be receipted for and inventoried per AR 710-2 and DA
Pam 710- 2- 1.

J-5. Standards for protection of ammnition and explosives. To the extent
practicable, amunition and explosives will be stored by logistics activities
until actually required. Once renoved fromthe |ogistics activities storage
facilities, amunition and explosives will be nmmintained in service nagazi nes
| aboratories, or conditioning units until the itens or materials are expended
or becone nonreusabl e scrap

a. Facility criteria.

(1) Service nmgazines. Ammunition and explosives not in a
| aboratory or conditioning unit will be secured in a service magazi ne
Service nmagazines will conformto the requirenents of the basic regulation for
the particular security risk category of material being stored.

(2) Laboratories. Ammunition and expl osives in | aboratories pose
uni que problens. Laboratories are physically designed to ensure the safety
of operational personnel, which in turnis likely to reduce structura
strength and security. Since nost |aboratories use and store snall quantities
of ammunition or explosives, they are not as likely to be targeted by
terrorist or crimnal elenments.

(a) The laboratory nust be designated and posted as a
restricted (limted) area.

(b) To the extent practicable, the [aboratory (or building in
which the |laboratory is |ocated) nmust neet the requirenments of a "secure"
structure per AR 190-51. Anmunition or explosives nmust be kept in a container
which will provide evidence of any attenpt at forced entry and which is
secured with a GSA-approved | ow security padlock or built-in equivalent |ock

(c) DA Forms 4604-R (Security Construction Statenent) are not
required.

(d) Laboratories will not store category | rounds. Category II
amuni tion and expl osives will be protected by IDS and security lighting

J-3
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(3) Conditioning units:

(a) Roons which house environmental conditioning units will be
desi gnated and posted as restricted (limted) areas.

(b) The room whi ch houses environnmental conditioning units wll
nmeet the requirements of a "secure" structure per AR 190-51. If this is not
possi bl e due to safety considerations, conditioning units will be located in

a room which is constructed in such a manner that it will reveal any
attempted forced entry. Roonms will be secured with a GSA-approved | ow
security padl ock or equival ent |ocking hardware. The conditioning unit wll
al so be secured with a GSA-approved | ow security padl ock or equival ent.

(c) DA Forns 4604-R are not required.

(d) Conditioning units containing security risk category | and
Il ammunition or explosives nmust be protected with [|IDS and security lighting
when operational personnel are not present.

(4) Scrap containers. Nonreusable scrap amunition and expl osives
will be placed in scrap containers which will be enptied daily and secured in
facilities which neet the requirenents for category IV of the basic
regul ati on.

b. Security patrols.
(1) Service magazines. Checks will be nmade per basic regulation

(2) Laboratories. Checks will be made at intervals not to exceed 8
hours during nonoperational periods.

(3) Conditioning units. Conditioning units housing category | itens
require constant surveillance. Unattended conditioning units containing
category Il nmaterials nust be checked every hour. Unattended conditioning
units housing categories Ill and IV materials nust be checked every 4 hours.
Oper ational personnel are responsible for notifying security personnel when
conditioning units are in use and require additional security patrol checks.

(4) Scrap. Security patrols will check indoor scrap storage
facilities once each 24 hours. Activities will notify the security force in
the event the daily scrap pickup has not been made. Checks of safety- and
security-approved outdoor facilities will be nade every 8 hours.

c. Transportation. Ammunition and explosives will not be transported in
privatel y- owned vehicl es.
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d. Accountability.

(1) Al ammunition and expl osives will be under continuous
accountability and control of ammunition and explosives control officers
(AECO). An AECO will be appointed in witing for each organization
aut horized to receive ammunition and expl osives. Appointnents will be made
by the commander or director of the activity.

(2) Ammunition and expl osives can only be requisitioned by or issued
to authorized individuals. Authorization nust be obtained by subnmitting a DA
Form 1687 (Notice OF Delegation of Authority - Receipt for Supplies) to the
installation [ogistics managenent activity.

(3) Any inventory change, whether caused by issue, turn-in, transfer
use, or expenditure, must be docunented to provide an audit trail. Loca
forms may be created to facilitate this task. It is recommended that an
aut onat ed accountability system be designed and used so that current and
accurate inventories can be nore readily rmaintained. The installation
| ogistics managenment activity will maintain records reflecting the inventory
of each research, devel opnent or engineering activity. Each organization
additionally, will maintain its own independent inventory records.

(4) AECCs will ensure inventories are conducted nmonthly and results
reconciled with the applicable accountability system D screpancies which
cannot be resolved will inmediately be reported to the installation provost
mar shal or security nmanager.

J-6. Lock and key control. Locks and keys will be controlled per the basic
regul ation and this supplenent, with the exception that keys to | aboratories
may be personally retained. Laboratory keys which are personally retained
will be inventoried on a show basis nonthly.
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APPENDI X K

SECURI TY OF AA&E DURI NG TEST AND
EVALUATI ON ( T&E) OPERATI ONS

K-1. Scope. This appendi x provides physical security storage gui dance for
materi al categorized as sensitive AARE per AR 190-11, appendix A, and itens
with classified conponents, while the material is undergoing testing and
eval uati on.

K-2. Ceneral. a. Security officers will ensure that security requirenments
are considered and included in designs during planning for construction of
test and evaluation facilities.

b. Keys and | ocks for T&E-unique sensitive AAGE storage will be
control I ed per basic regulation, paragraph 3-8.

c. The neasures inmposed by this appendi x are m ni num standards. Security
of ficers nust continually be aware of the local threat and increase security
nmeasures when necessary.

d. Were the requirenents of this appendi x woul d defeat the purpose of
testing or evaluating the iteminvolved, security officers must request
wai vers or exceptions per basic regul ation, paragraph 2-4.

e. Arny Materiel Conmand activities |located on other than AMC
installations will incorporate this guidance into host-tenant agreenents to
ensure application of these standards. Conflicts or disagreenents concerning
policy inplenentation will be reported through comrand channels for resol ution
by hi gher headquarters.

f. Wen intrusion detection systens (IDS) are enpl oyed, the overal
protective systemw |l provide for the delay of intruders after activation of
alarns to allow security forces to respond and prevent renoval of sensitive
items. This may be acconplished by using barriers between the IDS and itens
of security interest, or by fastening the itenms or their containers together
or to the structure

K-3. Standards. a. Environmental surveillance testing. Itens which nust be
exposed to natural hydrological and climatic conditions for conduct of |ong-
termenvironnmental storage tests will be stored within prefabricated neta
cages located at sites established in conpliance with the followi ng criteria:

(1) Cages will be constructed of 8-gauge hi gh-carbon nanganese steel
nmesh or 6-gauge steel mesh with a 2-inch dianond grid welded to a stee
frane.
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(2) The frame will be securely attached to the foundation.

(3) The foundation will be of 6-inch reinforced concrete with 6-by 6-
inch mesh reinforcenent or equivalent reinforcenent bars. Were test
requi renents preclude storing the itemon a floor of this type, the cage wll
be anchored in concrete footing.

(4) Doors will be constructed of the sane material and in the sane
manner as prescribed for the cage. Door hinges will have a fixed-pin
security hinge or a type which provides equival ent security. Wen nonsafety
stud hinges are used, all exposed hinges will be spot-wel ded or otherw se
secured to prevent easy removal. All exposed hinges will be bradded or spot-
wel ded.

(5) If cages are not within fenced restricted (limted) areas, they
will be surrounded by an additional protective barrier. This barrier wll
ei ther be an outer cage secured to the sanme foundation as the inner cage, or
security fencing with clear zones as specified in AR 190-11, paragraph 5-3.

(6) Access doors to cages will be secured with | ow security padl ocks.
Where cages are located inside a large fenced-restricted (limted) area, two
locks will be required. Where storage is in double cages or cage encl osed by
a fence, one lowsecurity lock will be required on each door or gate.

(7) Protection and surveillance--

(a) Intrusion detection systens are required on all structures
used to secure categories |, Il, and classified AA&GE unless they are under
constant surveillance by security or operational personnel. Cages used for
storage of categories I, 11, and classified AA&E will be surrounded by an
additional protective barrier. Intrusion detection systens are recomended
for test and eval uation containers used to secure categories Ill and IV
materials. The two-man rule will apply at all tines for category | itens.

(b) Security patrol requirenents are as foll ows:

Wth IDS W thout |IDS
Cat | 4 hours NA (I DS required)
Cat |1 8 hours NA (I DS required)
Cat Il 24 hours (A&E) 4 hours (A&E)
8 hours (arms) 1 hour (arns)
Cat IV 24 hours 8 hours
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(8) Security lighting is required for categories | and Il materia
and is optional depending on threat, cost, safety, and availability of power
for categories Il and IV.

b. Environnental conditioning units (nmobile and fixed). Itens which nust
be exposed to hydrol ogical and climate conditions in environmenta
conditioning units will be secured per the following criteria:

(1) Conditioning unit doors (lids, covers) will be secured by high-
security padl ocks and hasps, unless structural characteristics of the unit
doors and walls are judged insufficient to justify this equipnment. |In the

l[atter situation, two standard heavy pattern steel hasps may be used, secured
with two |ow security padl ocks. Conditioning units, secured within a

| ocked building, cage, or separately fenced area, require only one lock. As
stated above, the type of lock is dependent upon the structure of the

condi tioning unit.

(2) Construction of conditioning unit walls, floors, and ceilings
wi |l be as substantial as possible, but will be dictated by operationa
concerns.

(3) Wndows and sinilar openings of sufficient size to permt entry
or renoval of itenms (96 square inches or nore with the | east dimension greater
than 6 inches) will be secured by a nmeans consistent with the construction of
walls (e.g., steel nesh).

(4) Unl ess under continuous surveillance, nmobile units will be
tenmporarily disabled by the nost effective neans. Recomended neans i ncl ude
fabrication of a | ockable device for the trailer fifth wheel, chaining wheels
to the chassis, or securing |landing gear in extended position and | ocking the
jack handle to the trailer frane.

(5) Whenever possible and required by the | ocal comander, security
lighting and fencing will be provided for the units.

(6) Protection and surveillance--

(a) Intrusion detection systens are required on all structures

used to secure categories I, Il, and classified AAR unl ess under constant
surveillance by security or operational personnel. Intrusion detection
systenms are recomended for test and eval uation containers used to secure
categories Il1l and IV material. The two-man rule will apply at all times for
category | itemns.
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(b) Security patrol requirenents are as foll ows:

Wth IDS Wt hout |IDS
Cat | 4 hours NA (I DS required)
Cat I1 8 hours NA (I DS required)
Cat 111 24 hours (A&E) 4 hours (A&E)
8 hours (arms) 1 hour (arns)
Cat 1V 24 hours 8 hours

c. Trailers, transportainers, detonator cubicles, or other sinmlar
containers. Sensitive AA&E stored in such containers for T&E operationa
purposes will be secured per paragraph 3b(1).

d. Test vehicles and aircraft. Sensitive AAGE may be stored in or
installed on test vehicles and aircraft when test operations would be
negatively affected by the di smounting or renoval of AA&E itens or conponents.
VWhen possible, AARE itenms or systens stored in this manner will be rendered
i noperable. Specific requirenments are as foll ows:

(1) Vehicles or aircraft should be parked within a fenced restricted
area. Arns, amunition, and explosives of all categories that cannot be
| ocked within the vehicle or aircraft will require constant surveill ance.

(2) Vehicles and aircraft with categories I, Il, or classified
nmuni ti ons on board, or vehicles and aircraft with both operabl e weapons and
ammuni tion on board, will be provided continuous surveillance by security or
operational personnel, or equipped with IDS. The IDS system nay either
protect the vehicle or aircraft directly or protect the fence or clear zones
around the vehicles requiring security. The two-man rule will apply at al
times for category | itens.

(3) Wen vehicles and aircraft contain only weapons or anmmunition and
explosives, IDS is not required and patrol requirements will be as foll ows:
category Il - weapons every hour, ammunition every 4 hours; category IV -
weapons, ammunition, and expl osives every 8 hours.

e. Oher test and evaluation applications. |In situations other than
t hose addressed by paragraphs K-3a, b, ¢, and d, above, involving the storage
of sensitive AA&E or itenms with classified components in a unique T&E
environnent, security neasures will be established by the |ocal commander and
per the following criteria:

(1) Security barriers, tenporary or permanent, wll be used wherever
possi ble. Cear zone policy will be 30 feet inside the fence and 12 feet
outsi de the fence wherever possible. Security lighting may be used where
i ndi cated by local threat.
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(2) Approved | ocking devices and hasps will be used consistent with
the construction of the structure involved. Construction will be as
substantial as possible, but will be dictated by operational requirenents

(3) Categories I, Il, and items and material with classified
conponents rmust be under continuous surveillance by either operationa
personnel, security personnel, IDS, or CCTV. Intrusion detection systens are
recommended for categories IIl and IV itens, especially at renote storage and
testing areas. The two-nan rule will apply at all tines for category | itens.

(4) Security patrol requirenents are provided in paragraph
K-3a(7)(b). Al locally established requirenents will be docunented in
witing by the |ocal commander, then forwarded for approval through channels
as specified in basic regulation, paragraph 2-4.

f. Transportation. Category | weapons undergoing test and eval uation
will not be transported in POVs. Categories Il, Ill, and IV arnms bei ng noved
bet ween storage sites and test sites may be transported by POVs when
government transportation is not available. Categories Il, IIl, and IV arns
may be transported off post in POVs only during exigent circunstances which
i nvol ve nonstop travel. The activity commander or director nust approve
off-installation travel orders indicating arms will be transported in a POV.
I ndi vidual s transporting arns by POV will notify security personnel when they
depart the installation of their travel route and estimated time of arrival
They will call security dispatchers at both originating and destination

installations upon arrival. No nore than six weapons will be transported at
one time. \When transporting weapons off the installation, the weapons will be
rendered i noperable per AR 190- 11. Itens renoved will be |l ocked in separate

areas of the wvehicle, e.g., the weapons in the trunk and bolt in the glove
conpartnent. Operational personnel transporting weapons off the installation
in POVs are not required to be arned. Amunition and expl osives may not be
transported by POV. A concerted effort will be nade to ensure these

exi gencies are kept to an absolute mininum



